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1 . Installation 2

Driver of LUKHAN Label printer can not be installed on windows 95/98/ME and
less than version 4 of Window NT. The required Windows version is
2000/XP/2003/Vista.

Execute to install LUKHAN LABLE PRINTER. exe with double click.

LUKHAN Label Printer Setup X

Welcome to the InstallShield Wizard for
LUKHAM Label Printer

The Inztalls higld® Wizard will inztall LUKHAM Label Printer
on your computer. To continue, click Mext,

Cancel

The setup wizard will show up as above , Click Next to continue or Cancel to exit setup.
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LUKHAN Label Printer Setup X

Select Printer Parts

Set Default Printer v

< Back

Printer port setup:
The printer will choose the port which has been connected at the moment. Once the driver has been
installed, you can change the port in Printer Propery.

Set default Printer:

LUKHAN LABLE PRINTER will be set as the default printer. It is possible to change the default
printer after driver has been installed.

Click Next to continue or Back to go back to the previous page.




1 . Installation 4

LUKHAN Label Printen Setup

Ready to Install the Program

The wizard iz ready to begin installation.

Click Inztall to begin the installation,

IF you want bo review or change any of your installation settings, click Back. Click Cancel to exit
the wizard.

< Back Cancel

Click Install for set up.

LUKHAN Label Printer Setup Progress

Setup Statuz

LUKHAM Label Printer 5 atup is perfarming the requested operations:

Mow adding the printer driver.

100%

|ratall= hietd

Driver is on the process of installing by copying the necessary files on the system.




1 . Installati

LUKHAN Label Printer Setup

InstallShield Wizard Complete

The InstallShield Wizard haz successfully installed LUKHAMN
Label Printer. Click Finish ta exit the wizard.

After installation, the program will be completed when clicking Finish button. Now you are
ready to use LUKHAN Label Printer.
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There are 3 routes to uninstall the driver.
Follow the appropriate route for your situation.

1. You can go to Start, and then go to Program. You can see the folder of "LUKHAN LABEL
PRINTER" there. When you point it with the mouse, we can see Uninstallation in the right side.
Click Uninstallation and the program will execute.

2. If you execute LUKHAN Label Printer.exe again after the driver has been already
setup, program will be execute for Uninstallation.

3. You can delete the program in the control panel. Find "LUKHAN LABEL PRINTER" and go to
the Add/delete program. It will uninstall the program.

Refer to the task window as below.

LUKHAN Label Printer Setup

Are yau sure you want o completely remave the LUKHAN Label Printer 7

Click Yes to continue, click No to stop Uninstallation.

LUKHAN Label Printer Setup Progress

Setup Status \

LUKHAM Label Printer Setup iz performing the requested operations.

Maow deleteing the printer driver.

100%
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Uninstallation is progressing by deleting related files with driver in the system.

LUKHAN Label Printer Setup

InstallShield Wizard Complete

The InstallShield Wizard has successtully installad LUKHAMN
Label Printer. Click Finish ta exit the wizard.

Click Finish to complete LUKHAN label Printer.exe



3. THE FUNCTION OF LUKHAN LABEL PRINTER 8

When you click with right button on mouse in Printer and Fax folder and choose
the Printer Property. you will see as follows.

&' | UKHAN Label Printer Properties |E|rz|

General | Sharing | Parts | Advanced | Device Settings | Version |

e
= LI_I FHEN Label Prirte |

Locatian: | |

Comment; | ‘

b adel: LUKHAM Label Printer

Features

Colar: Mo Paper available:
Double-zided; Mo Foall Paper M350
Staple: Mo

Speed; Unknown

b aximurn rezalution: 203 dpi

[F'r_inting F'referenu:es...] [ Frint Test Page

[_ 0K ][ Cancel J Apply




3. THE FUNCTION OF LUKHAN LABEL PRINTER

When you click "General" you will see this screen

& | UKHAN Label Printer Printing Preferences

Layout | Paper/Gualty | Options |

Orientation

[z 0K ,][ Cancel ] bipoly

The screen will come up in the application (e.g. excel) when approaching from File to
Print and to Property. However you will not see this screen on any application. If you can
not see it in your application, Follow the step explained as above.

Before or after you make documents, you should set as shown in the screen.
Let’s have a look how to set for printing step by step.

[Direction]

Vertical way: the document will be printed in the vertical way.

Horizon way: the document will be printed in the horizontal way.

The printing can be possible by 104mm in the width. If you want to print with wider
width, select the horizontal way in Direction. When you select Horizontal way, the width
is limited by 104mm. Actually the print will be turned up with 90degree rotation.




3. THE FUNCTION OF LUKHAN LABEL 10

When you click Advanced option, you will see the screen as shown below.

LUKHAN Label Printer Advanced Options

l:f LUKH&M Label Printer dvanced Document Settings
= @ PaperOutput
{ Copy Counk:
|§ i& Dacument Options
Halftoring: Auko Seleck

|1 e Collated

Print Optimizations: Enabled

ok, ] l Cancel

The number of copy:

Select the number of the identical label you would print. If you input the number of printing on your
application program, the number you put here will be ignored.

However, if there is no setting option for copy count, you can set it here

- Halftoning: choose ‘ Auto Select’
- Print Optimization: Choose ‘enable’

Click OK or Cancel to go back previous screen and click Paper/Quality.
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| Lavout| Paper/Quality | Options|

Tray Selaction -

FPaper Source: Automatically Selzct

L 0K .][ Carcel J Apoly

In Tray Selection, you select Automatically on Paper source option.

When you click ‘Option’, you will see the screen as below.
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(1) Label Size Setting (Initial value: width = 104mm, length = 350.0mm)

Width: Sets the label’s width. Minimum size is 10mm and Maximum size is 104mm

Length: Sets the label’s length (height). Minimum size is 5mm and the Maximum size is 350 mm.
It is possible only by first decimal in inputting the numerical value.

In option Direction described before, if ‘width’ has been selected, the application will

detect it by transposition; it will perceive the value for width here as length value and the
value for length as width value.

& | UKHAN Label Printer Printing Preferences

| Lagout | Papera’ﬂualit_l,ll Options |

@ Label Printer Settings
=] (17 Label tting
‘Width: 104.0 mm
Length: 350.0 mim
{2} Rotate 180 degree: Mo
(3} Print Method: Thermal Transfer
= (4) Media Type: Label with Gaps
Height: 3.1 mim
Cffset: 0.0 mm
= {5 Post-Print Action: None
& Occurrence: Aftar Every Pads

&y Inkerval: | Faoes

{6} Darkness: 10
{73 Print Speed: 152.4 mmjfsec

[ oK. J{ Cancel J[ Apply J
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(2) Rotate 180 degree (Initial value: No)

No: The data to be inputted on the label will be printed in the same direction as the media go
through.

Yes: The data will be printed with 180 degree rotation.

& | UKHAN Label Printer Printing Preferences

| Lapout | Paper/Qualiy | Options |

@ Label Printer Settings
= (1) Label Size Setting
Width: 104.0 mm
Length: 350.0 mm
(2} Rotate 180 degree:

=1 (4} Media Type: Labe
Height: 3.1 mm
Offset: 0.0 mm
=1 (5 Post-Prink Action: None
~ofy Qcourrence: G Every Pans

& Inkerval: | Faoes

& Feed Adjustrient: |-
(6) Darkness: 10

(7] Print Speed: 152.4 mmjsec

l ok, ][ Cancel J[ Apply J
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(3) Print Method (Initial value: Thermal Transfer )

Direct thermal: Thermal Header prints by heating the label directly.

Thermal Transfer: The ink on the ribbon is transferred into the label by heat.
The ribbon is located between Thermal Header and roll label.

& | UKHAN Label Printer Printing Preferences

| Lapout | Paper/Qualiy | Options |

@ Label Printer Settings
=] (1) Label Size Setting
Width: 104.0 mm
Length: 350.0 mm
(2} Rotate 180 degree: Mo
(3) Prink Method: | Thermal Transfer s
=1 (4} Media Type: Lall Direct Thermal
Height: 3.1 mi
Offset: 0.0 mm
=1 (5 Post-Prink Action: None
& Ocrurrence: Aftar Every Pads

& Inberval: | Paoes

& Feed Adjustrient: |-
(6) Darkness: 10

(7] Print Speed: 152.4 mmjsec

l ok, ][ Cancel J[ Apply J
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(4) media type (default: Label with Gaps)
Label with Gaps : There is a gap between each label. The explanation for length and
offset will be as follows.

| Layout | Paper/Qualiy | Options |

@ Label Printer Settings
=] {1} Label Size Setting
Width: 104.0 mm
Length: 350.0 mm
{2} Rotate 180 degree: Mo
{33 Print Method: Thermal Transfer
= (4) Media Type: | Label with Gaps ~ |
Height: 3.1
Cffset: 0.0 nfLabel with Marks
= (5} Post-Print ActilS0ntinuous Stock
& Occurrence: e
& Interval: | Faoss
-y Feed Adjustment: |- 5 i
(6} Darkness: 10
{73 Print Speed: 152 4 mmisec

[ Ok, J[ Cancel ][ Spply

Label length
- —
[

a ) i— Offset
< [on ]

N—
L Printing start point

ANote: : 1. Height should not be longer than label length.
2. If the printing starts from the beginning of the label, set 0.0mm as the offset value.
3. Height and offset should be measured exactly before setting.
4. The range of the Height is from 1.5mm to 50.8mm and the range of offset is from
0.0mm to 50.8mm.
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Black Mark Label: There is a black mark on the back side of each label. Refer to the picture shown
below for Height and offset.
The case that printing start point is located inside the black mark is shown as follows.

Label length

; Offset

N G ey

Label length

Offset

I [

A Note: 1. The range of height is from 1.5mm to 50.8mm and the range of offset is
from - 50.8mm (with minus sign) to 50.8mm.
2. Height and offset should be measured exactly before setting.

The use of continuous stock: Do not use the value for height and offset.
The stock will be printed continuously with the same length as the stocks are.

Note: : 1. Height should not be longer that label length.
2. If the printing start from the beginning of the label, set 0.0mm as the offset value.
3. Height and offset should be measured exactly before setting.
4. The range of the Height is from 1.5mm to 50.8mm and the one of offset is from
0.0mm to 50.8mm.
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(5) Post-Print Action (Initial value: None)
None: After completion of printing, the printer will stop.
Cut : When you select ‘Cut’, you will see different options in Occurrence.

& LUKHAN Label Printer Printing Preferences

| Layout| Paper/Quality | Options |

@ Label Printer Settings
= (1) Label Size Setting
Width: 104.0 mm
Length: 350.0 mm
(2] Rotate 180 degree: Mo
(3} Print Method: Thermal Transfer
=] (4) Media Type: Label with Gaps
Height: 3.1 mm
Offset: 0.0 mm
= (5} Post-Prink Action: | Mone
oy Ocourrence: Acer [EERE
A Interval: | Faoes
- Feed Adjustment: 15 i
(6] Darkness: 10
(7} Print Speed: 152.4 mmjsec

L ok, ][ Cancel J[ Apply J
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£ | UKHAN Label Printer, Printing Preferences

| Layout | Paper/Quality | Options |

@ Label Printer Settings
=] {1} Label Size Setting
Width: 104.0 mm
Length: 350.0 mm
(2} Rokate 180 degree: No
(31 Print Method: Thermal Transfer
{4) Media Type: Label with Gaps
Height: 3.1 mm
Dffset: 0.0 mm

{1

= (5 Post-Print Action: Cukt
Qccurrence: | After Every Page st |
My Interval: | Fa

Feed Adjustmd After Specified Interyal
{6) Darkriess: 10 After Identical Copies

After Job
(?) Print SDEEd: 1% .'rellrllll? L=i=

[ ok, J[ Cancel ][ Apply

— After Every Page: Printer will cut every single piece

— After specified Interval: You should set the interval which will tell when the cutting should be
done. If you input 3, the label will be cut after every 3 pieces.

— After Identical copies: When you print certain number of copies with the same data, the printer
will cut at the end of identical copies. For instance, if you print 3pieces of the same data firstly and
4pieces of another same data later, cutting will be done twice; after 3copies and after 4copies.

— After Job: The cutting will be done only at the end of printing

— Freed Adjustment: After printing, the label should be delivered into the location where the
cutter is. Since the printer cutter is located 12.5mm ahead (default value) from the point of printing,
the label should come out 12.5mm more as well. If you use other printers or the cutting location is
not appropriate to the printing, this number should be adjusted to fit. The scope is from 8.8mm to
16.3mm.
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(6) Darkness (default value: 10)
The scope is from 0 to 15

& | UKHAN Label Printer Printing Preferences

| Layout | Paper/Qualiy | Options |

@ Label Printer Settings
= - (1) Label Size Setting
Width: 104.0 mm
Length: 350.0 mm
{2} Rotate 180 degree: Mo
{33 Print Method: Thermal Transfer
=] {4} Media Type: Label with Gaps
Height: 3.1 mm
Dffset: 0.0 mm
= (5 Paost-Print Action: Cukt
-~ Occurrence: After Every Page
& Inkerval: | Faoss
Feed Adjustment: 12.5 mm
{B)D [10 ~
(71 Print Speed: 152.4 mmisec

L Ok, ][ Cancel ][ Spply ]
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(7) Print Speed (default value: 152.4mm/sec)
These options are 50.8 mm/sec, 76.2 mm/sec, 101.6 mm/sec, 127.0 mm/sec, and 152.4 mm/sec.

The method for printer setting related to the application program has been described. Let’s go to the
next step to set port. From the first screen popped up, click port section.

£ | UKHAN Label Printer, Printing Preferences

| Layout | Paper/Quality | Options |

@ Label Printer Settings
=] {1} Label Size Setting
Width: 104.0 mm
Length: 350.0 mm
(2} Rokate 180 degree: No
(31 Print Method: Thermal Transfer
= {4) Media Type: Label with Gaps
Height: 3.1 mm
Dffset: 0.0 mm
(5 Paost-Print Action: Cukt
Deocurrence: After Every Page
Ay Interval: | Faoes

i

Feed Adjustment: 12.5 mm
(&) Darkness: 10
{7 Print Speed: | 152.4 mmysec -
Use Current Prinker Setting
50,8 mm/sec
76,2 mmjsec
101.6 mm)sec
127.0 mmjsec

Cancel ][ Apply
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You will see the screen below.

& LUKHAN Label Printer Properties

General | Sharing | Ports | Advanced | Device Settings | Wersion |

(-]
== |LUKH£«N Label Frinter |

Location: | |

Carmment:

hd odel: LUKHAM Label Printer

Features

Color; Mo Faper available:
Double-gided: Mo Rall Faper M350
Staple: Ma

Speed: Unknown

b awimumm resolution: 203 dpi

HF'rjnting F'references...g l_ Print Test Page

l_ Ok, ]I_ Cancel J Apply
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If your printer is connected to LPT:1, click the box of LPT1 and press OK and Apply.

& LUKHAN Label Printer Properties

| General || Sharing | Ports | Advanced | Device Settings | Wersion |

@ LUKHAN Label Printer

Erinl ta the following port(s). Documents will print ta the first free
checked part.

Part Description Prirter ]
[ Printer Port K HAN Label Printer
L LPTZ:  Printer Port

O LPT2:  Printer Part

O1 COM1: Serial Port

O comz Senal Part —
[ coOM3 Serial Port

O com#: Serial Part |

[ Add Pot,.. ] [ Dielete Port J [ LConfigure Port,..

Enabile bidirectional support

[]Enable printer pooling

[ 0K ][ Cancel J Apply

— END —
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